Airport Information

Details for ENRIQUE ADOLFO JIMENEZ

City COLON
State/Province

Country PAN

Latitude N 9° 21' 24.00"
Longitude W 79° 52' 02.40"
Elevation 25

Longest Runway 6000

Magnetic Variance W 1.0°

Fuel Type No fuel is available.

Oxygen Oxygen facilities are unavailable.
Repair Facility Repair facilities are unavailable
Landing Fee Unknown.

Jet Start Unit

A starting unit is not available at the airport.

Precision Approach

No charts for the airport support precision approaches

Beacon Light

A beacon light is available.

Customs Facilities

No customs facilities are available

Usage Type

Airport/Heliport is open to the public.

Time Zone Conversion

+5:00=UTC

Daylight Savings

Airport does not observe daylight savings time

Change Notices Available

1

Terminal Chart Change Notices
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MPEJ/ONX saue 11 (19-03 COLON, PANAMA

ENRIQUE ADOLFO JIMENEZ

Rwy 18

1. Mountainous Terrain in Eastern Quadrant

2. Restricted Area Southwest of Airport

Apt Elev 25’

2 NM East Colon

N09 21.4 W079 52.0

from the threshold.

RUNWAY 18

Caution: There is irregular pavement as well as runway damage 1640 feet

There are no straight-in instrument approach procedures to this runway.

MSA RWY 36

CHANGES: MSA, apt coords, runway notes.

© JEPPESEN, 2002, 2011. ALL RIGHTS RESERVED.
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MPEJ/ONX 19-04 COLON, PANAMA
ENRIQUE ADOLFO JIMENEZSAUG” Rwy 36

Apt Elev 25’

1. Mountainous Terrain in Eastern Quadrant

2 NM East Colon
2. Restricted Area Southwest of Airport

N09 21.4 WO079 52.0

MSA RWY 36

RUNWAY 36

Caution: There is irregular pavement as well as runway damage 1640 feet
from the runway end.

The only available public straight-in instrument approach procedure to this
runway is an RNAV (GNSS) approach.

CHANGES: MSA, apt coords., runway notes. © JEPPESEN, 2002, 2011. ALL RIGHTS RESERVED.




